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O Inorderto provide our customers with quality, reliability and versatility, this product has
been made to strict production standards. This manual includes all the necessary
information about installation, debugging, discharging and maintenance. Please read this
manual carefully before you open or maintain the unit. The manufacture of this product will
not be held responsible if someone is injured or the unitis damaged, as a result of
improper installation, debugging, or unnecessary maintenance. Itis vital that the
instructions within this manual are adhered to at all times. The unit must be installed by
qualified personnel.

O Theunitcan only be repaired by qualified installer centre , personnel or an authorised
dealer.

© Maintenance and operation must be carried out according to the recommended time and
frequency, as stated in this manual.

O Use genuine standard spare parts only.
Failure to comply with these recommendations will invalidate the warranty.

o Swimming Pool Heat Pump Unit heats the swimming pool water and keeps the temperature
constant. For splittype unit, The indoor unit can be Discretely hidden or semi-hidden to
suit a luxury house.

Our heat pump has following characteristics:

1 Durable

The heat exchangeris made of PVC & Titanium tube which can withstand prolonged
exposure to swimming pool water.
2 Installation flexibility

The unit can be installed outdoors or indoors.
3 Quiet operation

The unit comprises an efficient rotary/ scroll compressor and a low-noise fan motor,
which guarantees its quiet operation.
4 Advanced controlling

The unitincludes micro-computer controlling, allowing all operation parameters to be
set. Operation status can be displayed on the color screen wire controller. Remote
controller can be chosen as future option.




2 SPECIFICATION

Cooper(cHunter

2.1 Performance data of Swimming Pool Heat Pump Unit

*** REFRIGERANT : R32

UNIT CH-HPOG60OLTIRM CH-HPO8OLTIRM
*Rated Heating Capacity kW 24 .4 34.7
Btu/h 82960 117980
*Range kw 5.8~24.4 8.2~34.7
Btu/h 1972082960 27880~117980
*Rated Heating Power Input kw 4.65 6.90
*Range kW 0.437~4.65 0.66~6.90
*Rated Running Current Input A 7.77 10.96
*Range A 0.8~7.77 1.41~10.96
**Rated Heating Capacity kW 19 27.7
Btu/h 64600 94180
**Range kW 4.5~19 6.5~27.7
Btu/h 15198~64600 22100~94180
**Rated Heating Power Input kW 4.39 6.46
**Range kW 0.68-4.39 0.97-6.46
**Rated Running Current Input A 7.58 10.37
**Range A 1.2-7.58 2.07-10.37
Power Supply 380V/3N~/50Hz 380V/3N~/50Hz
Compressor Quantity 1 1
Compressor rotary rotary
Fan Quantity 1 1
Fan Power Input W 150 200
Fan Rotate Speed RPM 600-800 500-800
Fan Direction vertical vertical
Noise dB(A) 48-58 50-61
Water Connection mm 50 50
Water Flow Volume m®/h 8.1 11.5
Water Pressure Drop(max) kPa 11 20
Unit Net Dimensions(L/W/H) mm See the drawing of the units
Unit Ship Dimensions(L/W/H) mm See package lable
Net Weight kg see nameplate
Shipping Weight kg see package label

Rated Heating: *Outdoor air temp: 27°C/24.3C, Inlet/Outlet water temp:26°C/28°C
**Qutdoor air temp: 15°C/12°C, Inlet/Outlet water temp:26°C/28°C

During heating: Running ambient temperature: -15°C~35TC




CH
2.SPECIFICATION

2.2 The dimensions for Swimming Pool Heat Pump Unit

CH-HPOGOLTIRM unit: mm
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2.3How to disassemble the units.

Notes:Touch display installation for magnetic adsorption, can be directly removed
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_3.INSTALLATION AND CONNECTION

3.1 Installation illustration

Chlorinator cell Water outlet Valve
»

1
T »

Water supply

Waterinlet Sand filter Waterpump |[—— _— [ [

(or other type filter)
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Installation items:

The factory only provides the main unit and the water unit; the other items in the illustration
are necessary spare parts for the water system ,that provided by users or the installer.

Attention:

Please follow these steps when using for the first time

1.0pen valve and charge water.
2.Make sure that the pump and the water-in pipe have been filled with water.

3.Close the valve and start the unit.
ATTN: Itis necessary that the water-in pipe is higher than the pool surface.

The schematic diagram is for reference only. Please check the water inlet/outlet label on the
heat pump while plumbing installation.
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